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§265.199

(3) The tank system is used solely for
emergencies.

(b) The owner or operator of a facil-
ity where ignitable or reactive waste is
stored or treated in tanks must comply
with the requirements for the mainte-
nance of protective distances between
the waste management area and any
public ways, streets, alleys, or an ad-
joining property line that can be built
upon as required in Tables 2-1 through
2-6 of the National Fire Protection As-
sociation’s ‘“‘Flammable and Combus-
tible Liquids Code,” (1977 or 1981), (in-
corporated by reference, see §260.11).

§265.199 Special requirements for in-
compatible wastes.

(a) Incompatible wastes, or incom-
patible waste and materials, must not
be placed in the same tank system, un-
less §265.17(b) is complied with.

(b) Hazardous waste must not be
placed in a tank system that has not
been decontaminated and that pre-
viously held an incompatible waste or
material, unless §265.17(b) is complied
with.

§265.200 Waste analysis and trial tests.

In addition to performing the waste
analysis required by §265.13, the owner
or operator must, whenever a tank sys-
tem is to be used to treat chemically or
to store a hazardous waste that is sub-
stantially different from waste pre-
viously treated or stored in that tank
system; or treat chemically a haz-
ardous waste with a substantially dif-
ferent process than any previously used
in that tank system:

(a) Conduct waste analyses and trial
treatment or storage tests (e.g., bench-
scale or pilot-plant scale tests); or

(b) Obtain written, documented infor-
mation on similar waste under similar
operating conditions to show that the
proposed treatment or storage will
meet the requirements of §265.194(a).

NOTE: Section 265.13 requires the waste
analysis plan to include analyses needed to
comply with §§265.198 and 265.199. Section
265.73 requires the owner or operator to place
the results from each waste analysis and
trial test, or the documented information, in
the operating record of the facility.
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§265.201 Special requirements for gen-
erators of between 100 and 1,000 kg/
mo that accumulate hazardous
waste in tanks.

(a) The requirements of this section
apply to small quantity generators of
more than 100 kg but less than 1,000 kg
of hazardous waste in a calendar
month, that accumulate hazardous
waste in tanks for less than 180 days
(or 270 days if the generator must ship
the waste greater than 200 miles), and
do not accumulate over 6,000 kg on-site
at any time.

(b) Generators of between 100 and
1,000 kg/mo hazardous waste must com-
ply with the following general oper-
ating requirements:

(1) Treatment or storage of hazardous
waste in tanks must comply with
§265.17(b).

(2) Hazardous wastes or treatment re-
agents must not be placed in a tank if
they could cause the tank or its inner
liner to rupture, leak, corrode, or oth-
erwise fail before the end of its in-
tended life.

(3) Uncovered tanks must be operated
to ensure at least 60 centimeters (2
feet) of freeboard, unless the tank is
equipped with a containment structure
(e.g., dike or trench), a drainage con-
trol system, or a diversion structure
(e.g., standby tank) with a capacity
that equals or exceeds the volume of
the top 60 centimeters (2 feet) of the
tank.

(4) Where hazardous waste is continu-
ously fed into a tank, the tank must be
equipped with a means to stop this in-
flow (e.g., waste feed cutoff system or
by-pass system to a stand-by tank).

NOTE: These systems are intended to be
used in the event of a leak or overflow from
the tank due to a system failure (e.g., a mal-
function in the treatment process, a crack in
the tank, etc.).

(c) Except as noted in paragraph (d)
of this section, generators who accu-
mulate between 100 and 1,000 kg/mo of
hazardous waste in tanks must inspect,
where present:

(1) Discharge control equipment (e.g.,
waste feed cutoff systems, by-pass sys-
tems, and drainage systems) at least
once each operating day, to ensure that
it is in good working order;
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